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Please note: This manual was current at the time of printing.
To obtain the latest, most updated version, please contact 

Southworth’s Customer Service Department or go to our website: www.
SouthworthProducts.com, under Parts & Service

you will find a complete list of current owner’s manuals to print.
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INTRODUCTION
This manual contains information to acquaint you with the safe and 

proper installation, use and maintenance of the machine.  You should 
ensure that this manual is available to personnel working with the machine 
and require its use by these personnel.

In the interest of safety, please read this entire manual carefully and 
be familiar with its contents before you install, use or service the machine.  
If you have any questions about any instructions in this manual, please 
contact your dealer or Southworth Products Corp.

Southworth’s product warranty is provided in the back of this 
manual.  This instruction manual is not intended to be or to create any 
other warranty, expressed or implied, including any implied warranty of 
merchantability or fitness for a particular purpose, all of which are hereby 
expressly excluded.

As set forth more specifically in the product warranty, Southworth’s 
obligation under that warranty is limited to the repair or replacement 
of defective components, which shall be the buyer’s sole remedy.  
Southworth shall not be liable for any loss, injury or damage to persons 
or property, nor for any direct, indirect or consequential damage of any 
kind resulting from the lift table.
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Responsibility of Owners and Users

Inspection and Maintenance
The device shall be inspected and maintained in proper working order in accordance with 
Southworth’s owner’s manual.

Removal from Service
Any device not in safe operating condition such as, but not limited to, excessive leakage, 
missing rollers, pins, or fasteners, any bent or cracked structural members, cut or frayed 
electric,  hydraulic, or pneumatic lines, damaged or malfunctioning controls or safety de-
vices, etc. shall be removed from service until it is repaired to the original manufacturer’s 
standards.

Deflection
It is the responsibility of the user/purchaser to advise the manufacturer where deflection 
may be critical to the application.

Repairs
All repairs shall be made by qualified personnel in conformance with Southworth’s in-
structions.

Operators
Only trained personnel and authorized personnel shall be permitted to operate the lift.

Before Operation
Before using the device, the operator shall have:

• Read and/or had explained, and understood, the manufacturer’s operating instruc-
tions and safety rules.

• Inspected the device for proper operation and condition. Any suspect item shall be 
carefully examined and a determination made by a qualified person as to whether 
it constitutes a hazard. All items not in conformance with Southworth’s specifica-
tion shall be corrected before further use of the equipment.

During Operation
The device shall only be used in accordance with this owner’s manual.

• Do not overload.
• Ensure that all safety devices are operational and in place.

Modifications or Alterations
Modifications or alterations to any Southworth industrial positioning equipment shall be 
made only with written permission from Southworth.
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SAFETY ALERT SYMBOLS AND SIGNAL WORDS
The safety of all persons operating, maintaining, repairing, or in the vicinity of this equipment is of paramount con-

cern. This is a powerful machine with moving parts, and is capable of causing personal injury if proper precautions are not 
taken. Therefore, throughout this manual, certain hazards have been identified which may occur in the use of the machine, 
and there are appropriate instructions or precautions which should be taken to avoid these hazards. In some cases, there 
are consequences which may occur if instructions or precautions are not followed. Below are the symbols and signal words 
along with their definitions referenced from ANSI Z535.4 - Product Safety Signs and Labels.

4.11 Safety Alert Symbols: A symbol that indicates a hazard. It is composed of an equilateral triangle surrounding 
an exclamation mark. The safety alert symbol is only used on hazard alerting signs. It is not used on safety notice and safety 
instructions signs.

4.14 Signal Words: The words used in the signal word panel. The signal words for hazard alerting signs are “DANGER,” 

“WARNING,” and “CAUTION.”  Safety notice signs use the signal word “NOTICE.” Safety instruction signs use signal words that 

are specific to the situation.

DANGER indicates a hazardous situation which, if not avoided, will result 
in death or serious injury.

WARNING indicates a hazardous situation which, if not avoided, could 
result in death or serious injury.

CAUTION indicates a hazardous situation which, if not avoided, could 
result in minor or moderate injury.

NOTICE is used to address practices not related to physical injury.

SAFETY INSTRUCTIONS (or equivalent) signs indicate specific safety-
related instructions or procedures.

NOTE: DANGER, WARNING or CAUTION should not be considered for property damage accidents unless personal injury risk 
appropriate to these levels is involved.

A): for use with DANGER signal word; (safety white triangle, safety red exclamation mark, safety red background)
B): for use with WARNING signal word; (safety black triangle, safety orange exclamation mark)
C): for use with CAUTION signal word; (safety black triangle, safety yellow exclamation mark)
D) and E): for use with DANGER, WARNING, or CAUTION signal word; (D: is a safety yellow triangle with a 
black border and safety black exclamation mark; E: is a safety  yellow triangle with a safety black exclamation mark and a 
safety yellow border around a safety black band)
NOTE: D and E are provided to allow for consistency with certain ISO standards such as ISO 3864-1 and ISO 3864-2.
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SAFETY
The safety of all persons operating, maintaining, repairing or in the vicinity of the machine is of 

paramount concern to Southworth.  This is a powerful machine with moving parts and is capable of 
causing personal injury if proper precautions are not taken.  Therefore, throughout this manual, Southworth 
has identified certain hazards that may occur in the use of this machine and provided appropriate 
instruction or precautions that should be taken to avoid these hazards.  In some cases, Southworth has 
also pointed out the consequences that may occur if Southworth’s instructions or precautions are not 
followed.  Southworth uses the following system of identifying the severity of the hazards associated 
with its products:

Safety Considerations
Southworth Pallet Rotators are designed and manufactured to meet applicable portions of the safety 
requirements of the ANSI Standard  MH29.2, Industrial Tilters.

NOTICE
This power unit contains a hydraulic pump that is capable of developing excessive 
pressure. A pressure relief valve is used to set the pressure at a desired level. Tampering 
with, adjusting, modifying, or removing the relief valve is extremely dangerous and not 
recommended. only a trained hydraulics technician, using a calibrated hydraulic pressure 
gauge to assure the proper pressure setting is achieved, should make adjustments to 
the relief valve.

All Southworth Pallet Rotators are fitted with industrial, high quality over-center valves to provide for 
smooth movement even when loads are abruptly introduced to the platform.

All Southworth models are designed with a generous factor of three to one for all critical loading 
supporting elements.
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INSTALLATION & 
INSTRUCTIONS
Preparation
1. Before you start to install the machine, check for local codes and 
ordinances, which may apply in your area.  It is your responsibility 
to obtain any necessary permits.

2. Read all of these installation instructions carefully.  Be sure to 
read and understand all of the warnings!

   WARNING!
Protect the hydraulic power unit from rain or moisture.  
If the electrical parts in the power unit get wet, workers 
may be hurt by electrical shock or the electrical parts 
may fail.

WARNING!
The electric motor in the Pallet Rotator can create sparks.  
Do not install the hydraulic power unit in an area where 
flammable gases may be present.  

Positioning the lift

1. Remove the shipping material and unskid the machine.

2. Move the machine into position, supporting the base frame.  
Mount the machine on a firm level surface, if necessary, insert 
shims to level. 

3. Adjust the clamping pressure to the desired load pressure using 
the adjustable pressure knob on the side of the unit.

WARNING!
If the Pallet Rotator is mounted on an unstable surface, 
it may tip over when in use.  You may be hurt, and the 
machine or the load may be damaged.

NOTICE
It is very important to keep the hydraulic oil free from 
dirt, dust, metal chips, water and other contamination.  
Most of the problems with hydraulic systems are caused 
by contamination of the oil.

Electrical Connections
DANGER!

The Pallet Rotator may use a power supply of up to 460 
Volt AC.  This voltage can kill you.  Do not work with the 
electrical parts unless you are a qualified electrician.

1. A  machine with a 115 Volt power unit needs to have a designated 
outlet and breaker of at least 30 AMP service. Consult Customer 
Service for performance concerns.

2. A machine designed for three phase AC, you must be sure the 
pump and motor is turning in the right direction.  The machine should 
start to move quickly when you press the up or down button.  If the 
machine does not move in 2 or 3 seconds, do not try to operate the 
machine!  Exchange any two of the three phase leads.  If this does 
not correct the problem, please contact Southworth ‘s Customer 
Service Department.

Testing
1. Check the level of the hydraulic oil.  With the machine in the home  
position the tank should be full, add oil if necessary.

2. Clear the area around the machine.  Remove any loose wires, 
lumber or other material that might get in the way of the machine 
as it is in use.

3. Operate the rotator through its full range of motion and operate 
the clamp and unclamp function.  The rotator and clamp functions 
should operate smoothly and quietly.  Raise and lower the lift a few 
times to check the clearances around the lift table.

WARNING!
As the machine moves, “pinch points” are created.  If 
you are standing too close to the machine when it is 
moving, your arm or leg may be caught in the moving 
parts and you may be hurt.  Stay away from the pinch 
points when the lift is moving.

Completing Installation

1. Test the machine with the rated load.  If the machine does not 
move and you hear a loud squealing noise, this means the pres-
sure relief valve is operating.  Contact Southworth for instructions.

NOTICE
Do not continue to use the machine if this happens.  The 
pump will overheat very quickly and may be permanently 
damaged.  

NOTICE
Excessive clamping forces may damage the load.  Re-
lease the clamp from the load before making any adjust-
ments.

OPERATING INSTRUCTIONS
• Load dimensions and weight must be within the pa-

rameters of the Pallet Inverter – 4,400 lbs max, and 
anywhere between 30” and 60” in height.

• Load must be placed into and removed from the In-
verter using a fork lift.

• Press and hold the Unclamp button until the opening 
is large enough to accept the pallet load.

• Press and hold the Clamp button until the load is secure 
within the platens of the Inverter.

• Press and hold the Clockwise or Counterclockwise 
button until the pallet load is in the desired orientation.

• Press the Unclamp button until the pallet load is free 
of the platens and can be removed with the fork lift.

When adjusting the clamping pressure on the SR-44 ensure the 
load is in a safe position so none of the product will transition to 
the operator.  Adjust the pressure knob counter clockwise for lower 
clamping forces and clockwise for higher clamping forces.  Test the 
load to ensure proper settings.



      Southworth PalletPal Pallet Inverter/Rotator    9

MAINTENANCE
All service should be done by qualified personnel.  Qualified 
personnel should be able to read and understand wiring and 
hydraulic diagrams.  They should be able to troubleshoot live 
electrical circuits safely and in accordance with accepted practice.  
FOR SAFETY'S SAKE, if in doubt, please contact your dealer or 
Southworth Products Corporation's Customer Service Department 
at (207) 878-0700 or (800) 743-1000.

Hazards
There are several hazards you should be aware of as you service 
the lift.  Before working on the machine be sure to insert any and 
all maintenance devices.  See figure 1.

     DANGER!
The machine may use a power supply of up to 575 Volts.  
This voltage can kill you.  Do not work with the electrical 
parts unless you are a qualified electrician. 

 CATUION!
Do not change the setting on the relief valve in the pump.  
If you do, this may damage the machine and you may be 
hurt.  The relief valve has been included for the protection 
of all of the workers who use the machine.
 

CAUTION!
Before working on the machine, be sure to release pres-
sure on the hydraulic system.

CAUTION!
The warning labels on the machine are there for the 
safety of the operator.  If the labels are worn or missing, 
replace them.

Routine periodic maintenance

Every month:
1. Visually inspect the center pivot bearing, cylinder clevis pins and 
bushings. Apply oil or WD-40 to all parts listed above.

2. inspect hoses and fittings for leaks.

Note:  Although the bearings are “lifetime lubricated” their perfor-
mance may be extended by additional periodic lubrication (WD-40).

3. Check the level and appearance of the hydraulic fluid.  Use a 
dipstick to check the oil level and add oil if necessary.  Change the 
oil if it has darkened from its original color, turned milky white or if 
it feels gritty or sticky.  
4. Inspect the overall condition of the lift; looking for loose or worn 
out components.

  
NOTICE

It is important to use hydraulic fluid with the correct grade 
and properties.  The hydraulic fluid the machine is provided 
with is Conoco AW-32.  

Every six months:
1. Visually inspect the center pivot bearing, cylinder clevis pins and 
bushings. Apply light oil or WD-40 to all parts listed above.

WARNING!
If a hydraulic fitting becomes loose or if a hydraulic 
hose breaks, the hydraulic fluid will escape from the 
system under pressure.  Someone may be hurt or the 
product or the machine may be damaged.  

2. Drain all of the hydraulic fluid from the tank and cylinders and 
discard it.

3. Remove the spin on filter from the tank.  Discard and install new 
filter.

4. Refill the tank with new hydraulic fluid. The hydraulic fluid should 
be approximately 3/4” from the top of the tank.

5. Inspect the overall condition of the rotator; looking for loose or 
worn out components. 

6. Add grease to all grease fittings.

TROUBLESHOOTING
All service should be done by qualified personnel.  Qualified per-
sonnel should be able to read and understand wiring and hydraulic 
diagrams.  They should be able to troubleshoot live electrical circuits 
safely and in accordance with accepted practice.  FOR SAFETY’S 
SAKE, if in doubt, please contact your dealer or Southworth Prod-
ucts Corporation Customer Service Department at (207)878-0700 
or (800)743-1000.

Before servicing the Pallet Rotator, read and understand this entire 
section and the safety information. Before working on the machine, 
be sure to insert any and all maintenance devises.  Failure to do so 
may result in damage to the machine and severe personal injury!

If the machine will not clamp or rotate:

NOTICE
Do not continue to hold the “CLAMP” or “ROTATE” 
button for more than 2 or 3 seconds.  You may damage 
the pump.

1. The machine may be overloaded.  Check the actual weight of the 
load.  The rated capacity of the machine is shown on the table sides. 

CAUTION!
Do not change the setting on the relief valve in the 
pump.  If you do, this may damage the machine and 
you may be hurt.  The relief valve has been included 
for the protection of all of the workers who use the 
machine.

2. If the motor is not running, check the main disconnect switch, the 
fuse(s) and the wiring to the motor.
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Using an external lifting mechanism, such as a crane or a forklift.  
Raise the machine and insert any and all maintenance devises.

3. Check the level of the hydraulic fluid.    Use a dipstick to check 
the oil level, add oil if necessary.

4. If the machine rotates but does not rotate completely, the ma-
chine may have an up limit switch.  This switch may just need to 
be re-adjusted.

CAUTION!
Do not disconnect the up limit switch.  Instead, loosen 
the adjusting screw and change the position of the arm.  
If you do disconnect the switch, when the lift platform 
moves up, it may not stop at the correct spot, the ma-
chine may be damaged and people may be hurt.

5. On a machine equipped with a three-phase motor, the motor may 
be running backwards.  If the motor has been wired correctly, the 
machine should start to move in 2 or 3 seconds after you hit the 
“CLAMP” or “ROTATE” button.  If the machine does not move, try 
reversing any two power leads.

6. On a machine equipped with a three-phase motor, the motor may 
be “single phasing.”  When this happens, the motor hums but does 
not turn.  If this is the case, one lead of the three-phase line has 
been interrupted.  Check the motor wiring and line fuses.

7. The power supply to the motor could be too low.  Check the volt-
age at the motor when it is under a full load.  The supply voltage 
should be within 10% +/- of the rating.

8. The suction filter in the tank may be clogged.  Clean the filter as 
described in the maintenance section.

9. A vacuum leak may be allowing air into the suction line.  This will 
cause the pump to cavitate (loss of suction).  Check all fittings in 
the suction line and replace or repair if necessary.

NOTICE
If cavitation is allows to continue, the pump will be dam-
aged and will need to be replaced.

10. If the pump or the motor has been changed for any reason, the 
coupling may not have been installed.

The machine clamps and rotates but fails to hold 
the load:

1. Adjust the clamping force to hold the load (See page 12).

If the steps listed above do not solve the problem, please call 
the Customer Service Department at Southworth Products 
Corp. (207) 878-0700 or (800)743-1000. 
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Note:  To safely perform 
maintenance, rotate the 
lift to 90 degrees and 
install both maintenance 
chains.

Figure 1: Safe Servicing of the Lift
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Figure 2a: Label Placement

Figure 2b: Label Placement
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Figure 2c: Label Placement
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Figure 3: Guardrail Configuration

Note:  Guardrails must be installed on both sides before machine is put into operation.
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Figure 4: Component  Location
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Pre 8/22/2012 Post 8/22/2012

Figure 5: Hydraulic Pump and Down Valve
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Figure 6: Electrical Connections for Three Phase AC
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Figure 7: Hydraulic Schematic 
for Single Phase AC
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ORDERING REPLACEMENT PARTS

Southworth has carefully chosen the components in your lift to be the best 
available for the purpose.  Replacement parts should be identical to the original 
equipment.  Southworth will not be responsible for equipment failures resulting 
from the use of incorrect replacement parts or from unauthorized modifications 
of the machine.

Southworth will gladly supply you with replacement parts for your Southworth lift.  
With your order, please include the model number and the serial number of the 
lift. When you are ordering parts for a cylinder, also include the cylinder number.  
This is stamped on the base of the cylinder housing.

To order replacement parts, please call the Parts Department at (207)878-0700 
or (800)743-1000.  Parts are shipped subject to the following terms:

•	 FOB factory
•	 Returns only with the approval of our Parts Department
•	 Payment net 30 days (except parts covered by warranty)
•	 Freight collect (except parts covered by warranty)
•	 The warranty for repair parts is 30 days from date of shipment

Parts replaced under warranty are on a “charge-credit” basis.  We will invoice 
you when we ship the replacement part, then credit you when you return the 
worn or damaged part, and we verify that it is covered by our warranty. Labor is 
not covered under warranty for Parts orders.

SOUTHWORTH PRODUCTS CORP
Parts Department

Telephone: (207) 878-0700
(800) 743-1000

Fax:  (207) 797-4734
repairparts@southworthproducts.com
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SOUTHWORTH PRODUCTS CORP
P.O. Box 1380, Portland, ME  04104-1380

Telephone: (800) 743-1000 • (207) 878-0700
Fax: (207) 797-4734

www.SouthworthProducts.com

Southworth Products Corp warrants this product to be free from defects in material or 
workmanship for a period of 2 years of single shift usage from date of shipment, providing 
claim is made in writing within that time period. This warranty shall not cover modified designs 
for special applications, failure or defective operation caused by misuse, misapplication, 
negligence or accident, exceeding recommended capacities, failure to perform required 
maintenance or altering or repairing, unless alteration is authorized by Southworth Products 
Corp. Except as set forth herein, there are no other warranties, express or implied, including 
the warranties of merchantability and fitness for a particular purpose, all of which are hereby 
excluded. 

All batteries have a 90 day parts and labor warranty, this warranty covers any defects in 
material and workmanship from the date of shipment.

Southworth Products Corp makes no warranty or representation with respect to the compli-
ance of any product with state or local safety or product standard codes, and any failure to 
comply with such codes shall not be considered a defect of material or workmanship under 
this warranty. Southworth Products Corp shall not be liable for any direct or consequential 
damages arising out of such noncompliance.

Southworth Products Corp’s obligation under this warranty is limited to the replacement or 
repair of defective components at its factory or another location at Southworth Products Corp’s 
discretion.  The Southworth Warranty is for product sold with in North America. For products 
shipped outside of North America the warranty will be for replacement of defective parts only. 
Labor is not included. This is buyer’s sole remedy. Except as stated herein, Southworth Prod-
ucts Corp will not be liable for any loss, injury or damage to persons or property, nor for direct, 
indirect, or consequential damage of any kind, resulting from failure or defective operation of 
said product.

This warranty may be altered only in writing by Southworth Products Corp, Portland, Maine.

TWO YEAR WARRANTY


